
•  Environmentally acceptable  
   R134a refrigerant.

•  Powder-coated steel cabinet.

•  Available voltages: 230/1 or 460/3.

•  Twist lock plug electrical connections.

•  Mounted on casters.
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AIR2000
2 ton
24,000
3/4” NPT
10 GPM at 28 PSI
230/1 or 460/3
22 (230) or 10 (460)
38” x 28” x 36”
400 lbs

Model Number
Capacity
BTU per hour
Inlet/outlet piping
Pump Specs
Voltage 

Rated load amps
Dimensions
Weight

Standard Chiller Features

•  Environmentally acceptable  
   R407c refrigerant.

•  Powder-coated steel cabinet.

•  NEMA 12/4 electrical enclosure, fully 
   gasketed, lockable fused disconnect.

•  3 phase power drop comes into panel.

•  Mounting feet.

MODEL: AIR 3000

•  Rated at ambient temperatures  
   from 40° F to 95° F.

•  Hermetically sealed compressor.

•  Continuous duty, stainless steel pump 
   (18 GPM at 38 PSI).

•  Non-ferrous piping system.

•  Submersed copper coil evaporator.

•  Stainless steel tank with fully welded stainless  
   steel couplers (28 gallon capacity).

1.888.484.9190 | 2730 Alpha Access Drive | Lansing | MI | 48910

SOLUTIONS FOR FLUID COOLING
®
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AIR3000
3 ton
41,000
1.25” NPT
18 GPM at 38 PSI
460/3 
(all voltages available)
9
42” x 28” x 66”
750 lbs

Standard Chiller Specifications
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